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L Introduction [1]

CFAR (Constant False Alarm Rate) Detection schemes are routinely utilized in radar
implementation to prevent saturation of processor target capacity by extraneous signals or
clutter. Sections I and II present a brief summary of the CFAR problem and current
electronic processing schemes that attempt to address the problem. The presentation
abbreviates Minkler and Minkler’s thorough discussion and isolates inadequacies in current
technique that present opportunities for improvement through the utilization of optical

processing techniques.

The motivating problem in CFAR detection can be simply stated : Given an
observation (a sample magnitude) associated with a particular cell (location), make a
determination as to whether a target is present in a clutter environment. A target is a
statistical object - something you want to detect. Clutter is another statistical object -
something you don’t want to detect. The determination is usually made from a comparison
of the sampled magnitude with a detection threshold. The detection threshold is selected
so that it divides the probability distributions of the target and clutter environment
“optimally”. Figure 1 illustrates representative probability distributions for clutter and
target. The probability distributions are assumed to overlap but essentially can be

distinguished.

] 2 4 2] 8 10

Figure 1. Statistical distribution of clutter and target magnitude return of radar.



Due to the overlap of probability distributions, the possibility for making mistakes
in the detection process exists regardless of the threshold selected. Two types of detection
errors are possible. A Miss occurs where you determine no target is present when a target
is present. A False Alarm occurs where you determine a target is present when no target

is present. An important radar parameter is the false alarm rate :

number of false alarms

False Alarm rate: FAR =
second

A substantial false alarm results in a significant capacity on post-detection radar
processors. CFAR detection attempts to minimize and fix the false alarm rate by selecting
the detection threshold based upon the probability of a false alarm. The probability of a
false alarm is dependent only on the probability distribution of the clutter environment.

Probability of False Alarm : Pg = medmr(x)dx
T

Conceptually the probability distribution of the clutter is assumed known, the
probability of false alarm is specified and the appropriate threshold is determined.
However, solving for T is not an easy problem in the simplest of cases! The probability of
detecting a target given the calculated threshold can then be determined given the probability
distribution of the target.

Probability of Detection: P3= J.pD,mget(x)dx
T(Pta)

In order to appreciate the difficulty of calculating appropriate detection threshold,
we can consider a number of cases of increasingly complex detection strategies and clutter

environments.




Simple Case Example : single pulse detection / one parameter clutter model
TTRE
T = E[D | clutter], |~ In(p;,”)
T

Note : 1. CFAR threshold is not dependent on target.
2. The mean clutter magnitude needs to be known.

3. Everything else is known or given.

Estimation of the mean clutter magnitude from a finite sample set affects the
threshold expression. A complicated integral expression called the threshold coefficient
must be calculated and substituted for the previous radical.

T = E’[D | clutter|C(P,,K)

Note : 1. How to estimate mean clutter magnitude in real time?
2. Computation of the threshold coefficient in the simplest case is horrible!

Harder Case Example : multiple pulse detection / one parameter clutter model

The utilization multiple pulse integration require the computation of an integral
expression called the false alarm function which is dependent on the probability of false

alarm.

T=E[DI clutter]\/g g, (Pr)

Note : 1. CFAR threshold is not dependent on target.
2. The mean clutter magnitude needs to be known.
3. The computation of the false alarm function is horrible!

Again, estimation of the mean clutter magnitude from a finite sample set affects the
threshold expression.
T = E’[D | clutter|C(Ps,,K)




Note : 1. How to estimate mean clutter magnitude in real time?
2. Computation of the new threshold coefficient is even worse!!

The two cases considered are actually relatively simple due to the assumption that
the clutter environment can be described adequately utilizing a one parameter probability
distribution. However, one parameter probability models have been
determined to poorly characterize most realistic clutter environments!
Another case will illustrate the complexity introduced if more realistic two parameter

clutter models are assumed in the threshold determination.

Simple Case Example : single pulse detection / two parameter clutter model

In2 1+ (1/o)]

1\ e [ln( —1)]]/a
T=Xm|:Bl.£Pf_a):| =E[X]——L

Note : 1. CFAR threshold is not dependent on target.
2. The mean clutter magnitude needs to be known.
3. The clutter shape parameter needs to be known.

4. Everything else is known.

Again, estimation of the mean clutter magnitude from a finite sample set affects the

threshold expression
T = E'[D | clutter|C(Ps, K, o)

Note : 1. How to estimate mean clutter magnitude in real time?
2. Computation of threshold coefficient is dependent on the shape parameter and is

still worse!!!

It is important to note that currently shape paraméters are assumed

and never estimated from data in real time!




II. Methods, Assumptions, and Procedures [1]

Current cell averaging implementation of CFAR detection for one and two
parameter clutter models provide methods for adaptively estimating the clutter mean
required in the threshold expressions presented in Section 1. Implementing the mean clutter
magnitude estimate and threshold determination in real time utilizes the calculation of clutter
sample averages within a clutter window. Figure 2 illustrates the processing scheme for the
simple case of single pulse detection utilizing a two parameter clutter model.

K
T = C(Pfa ’ K’ a) E' [X] = C(Pfa » K’ a)(_i]z 2 XJJ
i=1

Figure 2. Cell Averaging CFAR detection.

Note : 1. Clutter mean is estimated using a window of resolution cell.
2. Small number of samples (32 or 64).
3. Clutter model is not determined (i.e. x, and o¢ unknown).
4. Threshold coefficient is a complicated value to compute.
5. Shape parameter is assumed known and constant.
6. The estimation process has introduced a type of “real-time adaptive
thresholding”.



The theoretical validity of the cell averaging implementation of CFAR detection is
critically dependent on the accuracy of a number of assumptions regarding the clutter

sample in the cell window.
Clutter model assumptions : Homogeneous clutter in averaging window.

1. Clutter model is constant over resolution cell space.
2. Clutter model is constant for sequential processing time.
3. Clutter samples from window cells are statistically independent.

The clutter model assumptions are required for the tractable derivation of all ideal
and estimated forms of the threshold expressions for all combinations of detection strategy
and statistical clutter models. Realistic clutter characteristics in the window are such that
one or more of clutter model assumption can easily be violated. Clutter data collection in
cell averaging consists of sampling clutter returns in sequential range/angle bins over time.
It is assumed that no target is present in the cell averaging window. Figure 3 illustrates

typical clutter characteristics encountered in the processing window.
Type of violations of the data collection constraints:

1. Target is present ( large discreet ).
2. Inhomogeneous clutter.
a. time varying clutter ( clutter edge ).
b. spatial variation in clutter ( clutter edge ).

3. Meaningless clutter returns ( range inappropriate clutter sample ).

Corrupted clutter data collection has fostered ill-founded and extremely complicated
processing approaches with the goal of extracting the “true” clutter characteristics.
Current cell averaging CFAR accommodations to real clutter characteristics attempt to
determine violations to the clutter model assumptions and exclude inappropriate clutter
samples from the sample average utilized to estimate the clutter mean. Figures 4 and 5

illustrate the type of implementation accommodation that are standard fixes for non-ideal

clutter windows.




Figure 3. Cell averaging window in current CFAR schemes.

Target

No Target

Figure 4. Cell Averaging CFAR in homogenous clutter window.




A clutter edge fix is typically implemented by dividing the clutter window and
selecting the half-window most appropriate in calculating the clutter sample average.

Target

No Target

EfDinoise] s
CE.K)

Figure 5. Cell Averaging CFAR in non-homogenous clutter window.

Note : 1. Clutter mean is estimated using a subwindow of resolution cells.
“Adaptive” in clutter mean.
2. Heuristic decision making in clutter characterization prior to detection
decision. ’
3. Smaller number of samples (16 or 32).
4. Clutter model is not determined (i.e. x, and o¢ unknown).

5. Threshold coefficient is a complicated value to compute.
6. Shape parameter is assumed known and constant. Non-adaptive in shape

parameter

Extensions of this approach to order statistics (OS CFAR) leads to
accommodations for large discrete and non-centered equal-sized clutter

partitions.




Many other alternative approaches have been suggested and utilized :

1. log-t detector : brut force determination of clutter mean and variance followed by
transformation normal clutter distribution for large number of samples.

2. non-parametric detectors : lots of complicated computation, lots of data needed,

requires unrealistic assumptions about clutter.

3. other “embedded”” CFAR processor : even more complicated computation, haven’t

spent much time reviewing claims and assumptions here.
Most approaches accepted as useful in a limited range of situations.

4. consequently, the “lets use expert systems” trend. Not only within a particular
approach but also in choosing an approach initially.

This brief survey allows for some general observation regarding the current state-
of-the-art in cell averaging CFAR. We can also more clearly see what would constitute an
ideal real-time CFAR processing capability.

What we have now (what we would like to have) :

1. “Corrupted” real-time adaptation to homogeneous window clutter mean ( “true” real-
time adaptation heterogeneous two parameter clutter model ).

2. Clutter mean determination ( clutter two parameter determination ).

3. Lots of computation, data, assumptions, and decision making ( minimal computation,

data, assumptions, and decision making ).



III. Results and Discussion [3]

The Optical Monopulse Chirp Processor is a patented detector design that
resulted from the previously unrecognized combination of monopulse techniques, two-
parameter clutter models, and optical channelization techniques. The optical monopulse
chirp processor provides a simple processing alternative to current CFAR detectors.

In addition, it provides a significantly closer approximation to the ideal real-time adaptive
two-parameter clutter model CFAR capabilities outlined in Section II.

Single chirped monopulse clutter data collection is the foundation to the processors
capabilities. The novel paradigm for monopulse clutter data collection requires the parallel
processing capability provided by simple and well established optical techniques for real-
time implementation. Figure 6 illustrates the principle of monopulse chirp clutter data

sample collection.

Figure 6. Optical monopulse chirp processor clutter window.
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Two significant characteristics of monopulse clutter data collection can be identified :

1. Clutter data collected only in “monopulse range/angle cell” of interest.
2. Chirped pulse provides large number of frequency decorrelated clutter samples.

In addition the sum and difference beam inputs required of the Optical
Monopulse Chirp Processor are already available from any current monopulse tracking

systems for targets.

Figure 7. Processor integration into existing monopulse radar.

The sum and difference beam clutter returns can be represented as the sum and
difference of random variables characteristic of the clutter probability distribution.

Sum Beams : X5z =Xa+ Xg+ Xc+Xp.

Difference Beam: X, =X+ Xs—Xc-Xbp.

Expected values are not a natural quantity to consider for monopulse target returns;

but for clutter returns you get something remarkable!

E[Xz] =4

E[X,’] =45’

11



The expected values simultaneously provide the mean and variance of the clutter

probability distribution.

E[Xs]
4

Clutter mean: | =

E[X 2
Clutter Variance : ¢° = ——[T'A—]

The utilization of a frequency chirp provides a large number of frequency
decorrelated clutter sample that may be utilized in calculating accurate sample averages of
the sum and difference random variable in the expression for the mean and variance of the

clutter probability distribution

1 K
H=e, = ZIZ;Xz(fi)

1 5,
GZEGezz fi
freq 4(K—1);XA ( )

Paralle] optical channelization of the chirp clutter return is implemented utilizing
either power or heterodyne optical spectrum analyzers [2]. An optical implementation of the
clutter data collection and sample average calculations provide real-time adaptive two-
parameter clutter determination. Figure 8 illustrates the optical monopulse chirp processor

architecture implemented with a power spectrum analyzer. ”

12




Optical Monopulse Chirp Processor

o O w

Figure 8. Optical monopulse chirp processor.

Given the estimated mean and variance of the clutter model probability distribution,

the solution of two simultaneous equations provides the clutter model parameters.

E[x] = eb +a’/2
varfx] = 20 +'(e?’ - 1

Solving for the model parameter give :

= \[ln(Vaf[X] 1]
E’[x]

13



The clutter model, that is the parameters, and the ideal CFAR threshold are
immediately available without complicated integral calculation as in previous cell averaging

CFAR estimation techniques.

Xm=Db (the "median" parameter )

p= eaz/ 2 (the "shape" parameter )

T= Xme\/ 4Inp f:rf_l(1 —2Px)

Note : 1. Clutter mean and variance are estimated for the resolution cell of interest.
2. Large number of samples. '
3. Clutter model is determined (i.e. x,, and p are determined)

4. Threshold is calculated simply and directly from clutter model parameters.

The clutter model assumptions for the optical monopulse chirp processor are
actually much more realistic than the standard assumption required of cell averaging CFAR

techniques.
Optical Monopulse Chirp Processor Clutter model assumptions :

1. Homogeneous clutter model over spatial extent of four beams in monopulse -
“smaller window”.
2. Independent clutter samples returned from the spatially separated four beams of

monopulse.

14




IV. Conclusions

Real-time two-parameter radar clutter modeling is now practical in radar remote
sensing and target detection environments. An optical implementation of the monopulse
chirﬁ processor has been presented that provides for the real-time estimation of the clutter
variance as well as the clutter mean. The estimated clutter mean and variance allow the
calculation of both lognormal and Weibull clutter model parameters. The requirement of a
homogeneous clutter model over a single resolution cell during a single chirped radar pulse
is a more realistic condition than the homogeneous clutter window requirements of current
cell averaging CFAR processors. The optical monopulse chirp processor could be easily
integrated into existing traditional monopulse tracking and modern multiple beam forming

phased array systems.

V. Recommendations

An experimental proof-of-concept demonstration of the processing principles that
form the basis for the patented Optical Monopulse Chirp Processor design will be
conducted, recorded, and ultimately reported in a second experimentally oriented sequel to
the original refereed journal report of the processor design by Dr. Talbot. The experimental
demonstration will implement the OMCP utilizing power and heterodyne optical spectrum
analyzers. Initially, realistic clutter data set will be simulated to ease verification of the
implementation’s operation. Two-parameter clutter return data sets will be developed in
Mathematica and down-loaded to the HP FASS System for signal generation. If time
permits, real clutter data sets could be acquired and assayed as an ultimate test of the
OMCEP’s capabilities.

15
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1
OPTICAL MONOPULSE CHIRP PROCESSOR

OPTICAL MONOPULSE CHIRP PROCESSOR
STATEMENT OF GOVERNMENT INTEREST

The invention described herein may be manufactured and
used by or for the Government for governmentai purposes
without the payment of any royaity thereon.

BACKGROUND OF THE INVENTION

Constant raise alarm ratc (CFAR) technigues are fre-
quently utilized in radar recetvers lo prevent sawration of
radar target detection and tracking processors. Target detec-

tion is a statistical process and as such requires an accurate i

characterizauon of target and clutter statistics for the deter-
mination of an optimal CFAR detection thresnold. CFAR
techniques rely on the adapuve update of recetver detection
thresholds to maintain a constant probability of false alarm.
The detection threshold must be adaptively updated 10
accommodate variations in the radar clutter background.
Two parameter statistical models are generaily required to
accurately characterize radar clutter for a wide range of
clutter types and conditions. The most commonly utilized
clutter models include the lognormal and the Weibull sta-
tistical distributions. An accurate description of radar cluuer
utilizing either of these statistical distributions amounts 10
the determination of the two modei parameters.

The wility of these two parameter models has been

limited by a lack of methods for estimating the parameters. 3

Currently. practical CFAR techniques consist of radar reso-
lution cell averaging schemes for the esiimaion of the
clutter mean, These cell averaging schemes utilize an esti-
mated clutter mean and empirically established values of the

model “shape” parameter associated with the clutter type to 3

set a detection threshold. In addition. the utilization of
clutter mean estimates and the estimation of clutter means
from a finite number of clutter samples requires the com-
putation of complex threshold coetficients in the determi-
nation of a detection threshold. [naccuracies in the determi-
nation of the clutter mean result in ceil averaging CFAR
thresnoid that are farger than the optimal vaiues. The ceil
averaging CFAR thresholds result in a reduction in the
probability of target detection. Idealy, it wouid be desirable
to caiculate optimal CFAR thresholds directiy from known
clutter model parameters. Aspects of the current state-of-
the-art in cell averaging CFAR in traditionai radar proces-
sors are briefly described in the following U.S. Patents, the
disclosures of which are incorporated herein by reference:

U.S. Pat. No. 4,586,043 issued to Mary Wolf;

U.S. Pat. No. 4,532.639 issued to Price et al;

U.S. Pat. No. 4.513.286 issued 1o Irabu:

U.S. Pat. No. 4,293,856 issued to Chressanthis:

U.S. Par. No. 4.103.301 issued to Evans:

U.S. Pat. No. 3.995.270 issued to Perry et al;

U.S. Pat. No. 3.968.490 issued to Gostin: ana

U.S. Pat. No. 3,701.1498 issued to Patton et al.

The above-cited patents all describe radar CFAR proces-
sors. Monopuise technigues provide standard methods of
accurate anguiar positioning in radar tracking systems.
There remains a need for a monopuise scheme for the
coilection and processing of clutter samples is prescnted that
allows for the simultaneous estimation of both the clutter
mean and variance. The estimated clutter mean and variance
should allow the caiculation of both clutter model param-
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eters. Knowledge of the clutter model parameters shouid
ailow for a simpie caiculation of the optimal CFAR detection
threshold. The present invention is intended to satisfy these
needs.

SUMMARY OF THE INVENTION

The present invention is a special purpose monopuise
chirp processor that performs real-time adaptive estimates of
CFAR detection thresholds for radar tracking systems using
a power spectrum analyzer. and a CFAR special purpose
srocessor unit. The power spectrum analyzer is composed
of:

a spaual frequency demuitiplexor, and a four-element
ohotodetector array. The special purpose processor is com-
posed of:

an A/D converter. a square root calculator, and averaging
calculator, a combiner unit, a parameter memory unit, and a
threshold calcutator unit. The components of the CFAR
pracessor may be impiemented in a conventionai CFAR
processor (when modified by the teachings of the present
invention) or in individual electronics components. In opera-
tion, the power spectrum analyzer receives sum and differ-
ence beam clutter cross sections collected from at least four
beams of a phased array radar antenna and receiver system.
The power spectrum analyzer outputs four electric signals
that represent the square of the clutter retumns using the
spatial frequency demuitiplexor (which separates and pro-
cesses the four beam in parallel) and the four element sensor
array (which converts the four optical output beams of the
spatial frequency demuitipiexor into their four equivalent
transverse electrical signais by photodetecting received opti-
cal beams. The A/D converter outputs four digital data
streams by processing the four electrical signals from the
sensor array. The square root calculator calculates the square
root of each of these four digitai data streams to produce
thereby four digitai clutter return measurement signals. The
beam combiner combines the four digital clutter return
measurement signals for averaging and CFAR detection
threshoid calculation as described in the above-cited patent
of Mary Wolf.

As described in the Wolf patent:

Once the X average clutter value is know, for a Rayleigh
distribution estimate of threshold is given by:

X

n

’ T= (-I_Np)m

P

If the distribution is Weibuil,

(LNPY
(a)

T=b~-

The selection of which estimation method is desired is
impiemented by the parameter memory unit and CFAR
processor.

It is an object of the present invention to provide real-time
CFAR detection thresholds for phased array radar systems.

it is another object of the present invention to provide a
design for a special purpose optical chirp processor.

These objects together with other objects, features and
advantages of the invention will become more readily appar-
ent from the following detailed description when taken in
conjunction with the accompanying drawings wherein like
clements are given like reference numerais throughout.

DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram of a radar system in which the
optical CFAR signal processor of the present invention may
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a¢ cepioved.

FIG. 2 is an illustrative block diagram of the opucai
CFAR signal processor of the present invention:

F1G. 3 is a chart of Gamma function ratio as a function of
the Weibull shape parameter:

FIG. 4 is an illustration of four monopulse beams emitted
by tnc four clements of FIG. 2:

FIG. 5 is a chan of Single cluuer resolution ceil of
monopulse sum and difference beams:

FiG. 6 is a side view of the four beams of FIG. 4 directed
{rom an array to a target.

FIG. 7 is an tilustration of resoiution cell beam combi-
nation for: a) Individual monopuise beams. b) Sum beam. ¢)
Difference beam

FIGS. 8 and 9 arc detailed illustrations of an opticai
monopulsc chirp processor used with radar systems respec-
lively for Power spectrum anaiyzer implementation, and
Heterodyne spectrum analyzer impicmentation.

DETAILED DESCRIPTION OF THE
PREFERRED EMBODIMENT

The present invention is a special purpose monopulse
chirp processor that performs real-lime adaptive estimates of
the lognormal and Weibull parameters and CFAR thresh-
olds. :

Radar clutter is usually characterized statistically by two
paramcter lognormal or Weibull models. Knowledge of the
parameters allows the calculation of detection thresholds in
implementing adaptive CFAR reccivers. The utilization of
two parametcr models has been impeded by a lack of
methods for cstimating the parameters. Presently, CFAR
techniques avoid Lwo parameter Lhreshold calculations sand
instead rely upon cell averaging schemes that are based upon
knowledge of the clutier mean. An optical monopuise chirp
processor of the present invention performs reai-time adap-
live estimates of the lognormal and Weibull paramets and
CFAR thresholds.

FIG. 1 is a block diagram of a radar system in which the
optical CFAR signal processor of the present invention may
be depioyed. The system of FIG. 1 includes a phase-coded
pulse. MTI radar transmitter and receiver 100. automatic
control system 102, scanning antenna 104 and digital CFAR
signal processor 106. Automatic control system 102 applics
required control signals o radar 100 over interconnection
108. while radar 100 fecds back data signals to automatic
control sysiem 102 over interconnection 110. Similarly.

automatic control system 102 applics control signals L0

processor 106 over interconnection 112 and processor 106
feeds back data signals to automatic control system 102 over
interconnection 114.

Among the controt signals applied to radar 100 from

automatic control system 102 over interconnections 108 isa s

sciected scrial phasc code composed of a predetermined
olural number of bits. This predetermined number is equal o
or less than a given number 11,

As is known in the radar art. scanning antenna 104
receives cchoes. of cach successive exploratory pulse
reflected from targets and also receives some quantity ol
noisc and possibly clutter. As is conventional, the radar
receiver includes a front-end. an IF amplificr and a basepand
detector. Further. the radar receiver normaily is gated by a
range gate which is open during a given range intervai
(selected by control signals from automatic controi system
102). for forwarding Lo the baseband dctector only those
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target echoes which occur during the given range intcrval.
The size of the given range intervai {determined by the width
of the range gate) is normally dependent upon the maximum
range of detecuon ior a given dweil.

The output of the baseband detector of the receiver of
radar 100 is applied as an input to digital CFAR signal
processor 106. In general. processor 106 includes an MTI
canceller, which operates as a bandpass doppler-frequency
filter that removes substantiaily ail stationary and slow-
moving target signals and also removes substantially ail
low-frequency noise and clutter present in the output of the
hascband detector. The output of the MTI canceller, beside
including moving target signals of interest, also includcs that
portion of the noise and clutter which is within the effective
pass-band of the MTT cancetler. The MTI canceller is mode
dependent.

Included in the control signais applied to processor 106
from automatic control system 102 over interconncction 114
is the same sclected serial phase code that is then being used
to phase-modulate the transmiued exploratory puises. Pro-
cessor 106 also includes a threshold comparator for com-
paring the output level from the discrimination means 10 2
variable threshoid lcvel applied to a processor 106 from
automatic control system 102 over intcrconnection 114. The
threshold level is varied in such a manner that an output
from the threshold comparator (which applies a data signal
Lo automatic control system 102 over interconnection 112)
corresponds to a preselected constant false alarm rate
(CFAR). The higher the degree of discrimination of the
discrimination means of processor 106, thc lower is the
absolute level of the threshold required to provide a cenain
CFAR. Further, the lower the absolute icvei of the threshold.
the less is the effective reduction in sensitivity of the radar
receiver, compared to that of an optimum-matched receiver.

FIG. 2, a four-element monopulsc radar system that cmits
four beams through clcments 261-264 from a transmitter
250. and clectronically steered by phase shifter 251254 as
controlled by a processor 200. Radar ccho return signais that
include both target echos and clutter signals arc received by
the elements 261-264 and conducted into the processor 200.

The most commonly utilized cluttcr models include the
lognormal and the Weibull statistical distributions. An accu-
rate description of radar clutter wiilizing either of these
siatistical distributions amounts to the determination of the
two modcl parameters.

The utility of these two parameter models has becn
limited by a lack of methods for estimating the parametcrs.
Currently, practicai CFAR technigues consist of radar rcso-
lution cell averaging schemes for the estimation of the
clutter mean. These cells averaging schemes utilize an
estimated clutter mean and empiricaily established values of
the model shape: parameter associated with the clutier type
w0 set a detection threshold. In addition, the utilization of
clutter mean estimates and the estimation of cluticr means
from a finite number of clutter sampies requires the com-
putation of compiex threshold coeflicients in the determi-
nation of a detection threshold. In addition, the utilization of
clutter mean estimates and the estimation of clutier means
from a finite number of clutter samples requires the com-
putation of compiex threshold coefficients in the determi-
nation of a detecuon threshold. Inaccuracies in the determi-
nation of the clutter mean resuit in ceil averaging CFAR
threshold that are larger than the optimal values. The cell
avcraging CFAR thresholds result in 2 reduction in the
probability of target detcction. Ideally. it would be desirable
to calculate optimal CFAR thresholds directly from known
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ciuter modei parameters. Aspects of the current sate-ot-the-
art1n ceti averaging CFAR in tragitionai radar processors are
briefly aescnibed in the palents cCited above.
Mononpuise techniques provide standard methods of accu-
rate angular positioning in radar tracking sysiems. The

present imvention provides a novei monopuise scheme for’

the coilection and processing of clutter sampies is presented
that atiows for the simuitaneous estimation of both the
clutter mean and variance. The esumated ciutter mean and
variance ailow the caicuiation of both ciutter modei param-
cters. Knowiedge of the ciutter moael parameters allow for
a simpie caicuiation of the optimai CFAR detecuon thresh-
- old. The monopuise scheme utiiized (requency agility to
coilect a large number of indepenaent ciutter sampies for an
accurate estimation of the ciutter mean and varniance. The
ciutter sampies are coilected oniy from the singic; radar
resoiuuon cell of interest. The collecuon of cluticr sampies
from a single radar resolution cell during a single frequency
chirped radar pulse eliminates the possibility of the cluter
edge etfects and large discrete interference that plague cell
averaging CFAR techniques.

Two opucal implementations of the monopuise chirp
processor are presented in section four. Opticai impiemen-
tations are required for the practicai collection of the large

number of clutter sampies required in accurately estimating

the clutier mean and variance. The implementations require
only opucal power or heterodyne spectrum anaiyzers for the
spatial demultiplexing of radar clutter returns from a chirped
pulse. Optical spectrum analyzers are the most mature and

easily implemented of optical signal processing technolo- -

gies. The optical heterodyne spectrum analyzer implemen-
tation provide for the processing of clutter returns having a
significant dynamic range. The optical monopuise chirp
processor requires only the four beam responses comprising
the sum and difference beams in traditional monopuise
tracking systems.

In order 1o understand the principles of the present
invention. consider the foilowing. Radar clutter is usuaily
charactenized statistically by two parameter iognormai or
Weibull models. Knowledge of the parameters allows the
calculation of detection thresholds in implementing adaptive
CFAR receivers. CFAR receivers maintain a constant false
alarm rate by cmploying an adaptive threshold that ensures
a fixed probability of false alarm given varation in the
clutter model. The lognormal modei of clutter has a prob-
ability distribution given by:

1

__..__!_..__ c—dnt-r..)zllllo 20
Naninp
0 x<0
fly={ or
_I= enin -0t 20
a.t\l 2n
0 x<0
wherc
b=x,, (the “median” parameter)
a=vITnp

p= ¢ "2 (the “shape” parameter).
The mean and variance of the lognormal probability distri-
bution can be expressed as functions of the model param-
cters.
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Knowiedge of the mean and variance of the clutter allow the
calculation of the two parameters of the lognormal model.

(——————

‘ Varixi
a=\|ln ( - «1 )
N £zl

Eixl
h=ln -
el

The calculation of the optimal (i.e. minimai) CFAR thresh-
old depends upon the type of detection strategy employed by
the receiver. For exampie, given the parameter of the log-
normal clutter model. the optimal CFAR threshold of single
pulse linear detection receiver can be computed as a function
of the required probability of false alarm and the modet
parameters.

4

(5)

(6)
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The optimal CFAR threshold is the minimum value consis-
tent with the requirement of a specific constant probability
of false alarm. The probability of detection is maximized for
the optimal CFAR threshold. Similar CFAR threshold
expressions have been determined for mutltiple pulse linear
detection receivers and binary detection receivers. The
threshold expressions for the various detection schemes can
all be expressed as functions of the probability of faise alarm
and the lognormal model parameters.

Cell averaging techniques are frequently utilized to deter-
mine the CFAR threshold from an estimated clutter mean.
The threshold estimate can be expressed as the product of
the estimated clutter mean and a threshold coefficient.

T=xme

1 K (7)
T= ClPp.Kp)Elx) = CPp k) | & zl X, )
=

The clutter mean is estimated from the radar cross section
response from a window of range/anglc resoiution ceils
surrounding the cell of interest. The clutter model for the
cells comprising the average is assumed to be fixed for the
duration of the radar response collection within the window.
In addition. the clutter samples used in estimating the mean
are assumed 1o be independent and homogeneous in space
and time within the cell averaging window. If this condition
is not met then clutter edge and large discrete effects may
degrade the estimation of the clutter mean. In practice,
processing speed and the requirement of a homogeneous
clutter model within the window limit the number of ceils in
the average 1o sixty-four and in the majority of implemen-
tations to thirty-two. The cell averaging CFAR threshold
estimates are greater than the optimal CFAR threshold due
10 inaccuracies in estimating the clutter mean from a finite
number of samples. Consequently, the probability of detec-
lion is reduced for a fixcd signai power to clutter power ratio.
The increase in signal to clutter ratio required to maintain the
probability of detection for finite clutter sampie estimates of
the CFAR threshold is known as CFAR loss. The threshold
coefficient is generaily a compiicated and intractable func-
tion of the required probability of faise alarm, the lognormal
model shape parameter. and the number of samples used in
estimating the clutter mean. In addition, the shape parameter
of the lognormal model Of the actuai clutter is unknown and
values are utilized that have been determined as character-
istic of particular types of clutter from previous CFAR
receiver performance. However. as the number of indepen-
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dent clutler sampics i1n the csumate of the clutter mean
increases. the thresnold cocdicient approacies the theoret:-
cal mmmum.

) . &)
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A simijar deveiopment is possible for the two parameter
Weibull model. The anaiogous expressions for the probabil-
ity distribution. the mean and vartance. the model param-
eters. and the CFAR threshoid can be given.

N i9)
gin? ( —-‘—) st 20
A= 128 m
0 <0
where
Xm (the “median” parameter)
afthe “"shape™ parameter).
(10
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The shape parameter tor thc Weibull model cannot be

expresscd -in closed form but must be determined through
the solution of an equation invoiving gamma functions.
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The ratio of gamma functions can be computed and stored
in the form of a lookup table or chant as shown in FIG. 2.
FIG. 2 is a chart of gamma tunctions as a function of Weibull
parameters. Given the value of the ratio and the lookup table.
the shape parameter can be determined.

The mcdian parameter can then be calcuiated from the shape
parameter.

-1 solve foree

Eixlin e (13)
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a
Again. CFAR thresholds for Weibull clutter models have
been determined for various dctection strategies. For
example. given the parameter of the Weibull clutter the
optimal CFAR threshold of single puisc linear detection

receiver can be computed as a function of the required
probability of false alarm and the model parameters.

|

The cetf averaging CFAR threshold can be estimated from
the clutter mean.

Am =
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The Weibull clutter threshold cocfiicient 1s again a compii-
cated function of the probability ot faise aiarm. the number
of clutter sampies used in cstimating the mean. and the shape
parameter. As the number ol sampies used in estimating the
clutter mean ncreases, the threshoid coefficient approaches
it minimai valuc.
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For both the lognormal and Weibuil models knowiedge of
the clutter mean and variance completely characterizes the
clutter through the calculated model parameter. In addition.
xnowing the mode! parameters allow a simple calculation of
the CFAR threshold. Unfortunately. current ccl! averaging
CFAR processor are only capable of estimating the clutter
mean. in both cases. the shape parameters cannot be esti-
mated from the clutter retuns but are instead fixed and
chosen to match the type of ciutter {from expenence.

An ideal radar clutter modeling capability would consist
of the instantaneous collection and processing of a substan-
tial number of independent clutter radar cross section
samplcs from the single resolution cell of intercest and woulid
allow the estimation of the clutter mean and variance. The
eslimated clutter mean and variance wouid aliow thc simpie
calcuiation of the two clutter model parameters througn the
solution of the simuitancous nonlincar equations previousiy
given. The optimal CFAR threshold couid then be calculated
{from the clutter model parameters.

Consider a monopulse coilection of clutter radar cross
section at a single radar frequency (FIG. 4). The monopulsc
cotlection of clutter sampies requires only a homogenecous
clutter model over the single resolution ccll spanned by the
four beams during a single radar puise. The beamwidths and
squint angles of the monopuise beams arc set to eliminate
any spatial dependence of the clutter response in the four
beams comprising the monopulse (FIG. 5). The radar clutter
in the four beams have the same clutter model and the
samples from the four beams are independent. Each of the
four beams in the monopulsc returns a clutter radar cross
section random variable with identical mean and variance

X Xg. X, Xpp, 5. an

Characteristic monopulse beam patterns within the radar
resolution cell of interest are suggested in FIG. 7. The ciutter
retumns from the four beam are shown as spatially scparate
(FIG. 7a). The spatial separation provided by the squint
angle in amplitude monopuisc tracking systems is adjusted
to eliminate any statistical dependence in the ciutter returns
of the four beams. The ciutter model is assumed to be
homogeneous across the four beams comprising the sum and
difference beam pauterns (FIGS. 7b, 7¢). The monopuise
sum beam retumns the clutter radar cross section random
vanable

X=X y+Xgr XX (18)

The monopulse difference beam returns the clutter radar
cross section random variable

XA=X +Xg=X~X . (19)

Now. the means of the sum beam and the squared difference
beam are given as

(20)

and

ElXa=a0t |

These simple cxpression for the expected values of the
clutter returns of the monopulse sum and differcnce beams

(2n
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zre sigmificant tn that they provide a method for simulta-

neously computing the. mean and variance of the ciutler -

Tioget as
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Now. if the radar clutter returns of the monopuise sum and

Zifference peams could be coilected and processed for a

range of radar frequencies simuitaneously. then tne ciutter

model mean and variance could be estimated as

1 K
- Sk = TTx r-zl Xe(f)

and
L. H K (25)
O Oy = ‘_=Zl X240

where [, are the radar frequencies used in the K sample
averages. The collection of clutter radar cross section
samples through a range of radar frequencies is a standard

lechnique utilized to ensure the samples are independent. 5

The frequency variation causes the phase relationships
within the distributed clutter to retumn independent radar
cross section samples. The processing of the clutter returns
of the monopulse sum and difference beams from a single
frequency chirped puise provides the K sampies utiiized in
the simultancous estimates of the ciutter mean and variance.

The optical monopuise chirp processor is an architecture
that implements the ideal clutter collection and processing
capability identified in the previous section. The optical
monopulse chirp processor rcquires only the sum and dif-
ference beam clutter cross section collected in the four
beams of traditional monopuise tracking systems (FIG. 2).
The clutter cross section returned in the four beams com-
orising the monopuise are inputs to optical spectrum ana-
‘vzers. The optical spectrum anaiyzers function simply as
convenient spaual frequency demuitiplexors that aliow par-
ailel process of the frequency indexed clutter sampies in the
‘our beams from a single frequency chirped puise. The
optical implementation reduces the hardware requirements
of the processor and allows for the practical utilization of a
much larger number of frequency decorrelated clutter
samples in estimating the clutter mean and vanance. The
collection of a large number of decorrelated clutter samples
is required to legitimize using the simple asymptotic ‘orm of
the threshold coefficients in the CFAR threshoid calculation.
2guations 8§ and 16. The two parameters of the cluticr models
and the CFAR thresholds can then be easily computed from
:he estimated clutter mean and variance.

The design and operation of optical spectrum analyzers in
signal processing is presented in the above-cited patents.
Optical spectrum analyzers are the most mature exampies of
ooptical signal processing technology. The detaiis of their
mpiementation as components of the optical monopuise
chirp processor are known and modified as described above.
The optical spectrum anaiyzers need only provide simuita-
~cous magnitude measurcment of an aceguate numper of
“requency decorrelated clutter radar cross section sampies.
As such. the frequency accuracy of the collected cluuer
sampies and the frequency resolution of the specuum ana-
vzers are not a primary concern. Conscquenuaily, the
Jetector arrays require only a third the number of elements
meeded in spectrum anaiysis. In addition. the fine aiignment
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of the detector array to the spatial frequencies required for
accurate frequency measurement is unnecessary. The optical
monopuise chirp processor is tolerant of spatial frequency/
detector array alignment and could therefore operate in
demanding environments. The optical spectrum analyzers
require only a total frequency bandwidth consistent with
demuitipiexing the monopulse chirp clutter returns onto the
detector array. In practice. the dynamic range of power
spectrum analyzers are generally limited to 40 dB. A
dynamic range of over 80 dB is achievable with heterodyne
spectrum analyzers. Linear detector arrays consisting of
4096 elements are readily avaiiable and acousto-optic cell
with time-bandwidth products of 1000-3000 are typicai.
The number of samples scanned by a chirp of bandwidth W
is on the order of the time bandwidth product of the
acousto-optic cell.

The power of the monopuise chirp must be calibrated with
the radar pulse of the search and/or tracking radar for the
correct estimation of the CFAR threshold (FIG. 5). The pulse
width of the searcfvtracking radar is t and the frequency of
the pulse is f_. If the clutter mean and variance are 10 be
estimated from K frequency demultiplexed samples from a
frequency chirped monopulse. then the chirp width in each
of the four beams must be Kt where

T=ar=21. (26)

The frequency chirp is centered on the search/tracking
radar pulse freguency. The demuitipiexed t. sections of the
chirp will return independent clutter sampies if adjacent
sections maintain 2 frequency separation greater than 1/21..
The sections of the chirp are centered on

: (27
ﬁ=/-+(if+)—2-l,—i=l.21../(. L
- Te

The required bandwidth of the chirp is

Wefo=fo=(K = ) gim =K+ g
The frequency requirements of the chirp can be traded
against the chip width to accommodate the capabilities of
the search/tracking radar.

FIGS. 8 and 9 arc detailed illustrations of an optical
monopuise chirp processor used with radar systems respec-
tively for power spectrum analyzer impiementation and
heterodyne spectrum analyzer impiementation.

The first implementation utilizes optical power spectrum
analyzers as spatal frequency demuitiplexors (FIG. 8).
Power spectrum analyzers are the simplest to impiement.
The power spectrum anaiyzers provide the square of the
clutter returns as outputs from its photodetector array, 802.
The power spectrum analyzer impiementation requires that
the square roots of the digitized clutter samples be com-
puted. The second optical impiementation of the monopuise
chirp processor utilizes heterodynes spectrum analyzers as
spatial frequency demultiplexors (FIG. 9). The heterodyne
implememtation provides significanily greater dynamic
range in processing clutter radar cross section returns. The
heterodyne spectrum analyzers provide the magnitude of the
clutter returns as outputs from its photodetector arrays. The
analog outputs of the power and heterodyne spectrum ana-
lyzers are converted to digital format prior to squaring the
difference beam samples and averaging the sum and differ-
ence beam returns. The average of the clutter causes the
phase reiationships within the distributed clutter to return
independent radar cross section samples. The processing of
the clutter returns of the monopulse sum and difference

(28)
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heams from a singie {reguency chirped pulse provides the K
sampies utilized in the simuitancous estimates of the cluuer
mean and vanance.

The optical monopulse chirp processor is an architecture
that impiements the ideal clutter collectton and processing
capability identified in the previous secuon. The opucal
monopulse chirp processor requires only the sum ard dif-
forence beam clutter cross scction collected in the four
Heams of traditional monopuise tracking systems (FIG. 2).
The ciutter cross section rctumed in the four beams com-
prising the monopuise arc inputs o optical spectrum ana-
iyzers. The opuical spectrum anaiyzers function simoly as
convenient spatial frequency demuitiplexors that allow par-
allel processing of the trequency indexed ciutter samples 1n
ihe four bcams from a singie frequency chirped puise. The
opticai implcmentation reduces the hardware requirements
of the processor and allows {or the practical utilization of a
much larger number of frequency decorreiated: clutter
sampics in cstmating the clutter mean and vanance. The
collection of 2 large number of decorrelated clutter sampies
is required 1o legitimize using the simple asymptouc form of
the thresnoid coefficients in the CFAR threshoid calculation,
cquations 3 and 16. The two paramcters of the cluter models
and the CFAR thresholds can then be easily computed from
the estimated clutier mean and variance.

The design and operation of optical spectrum analyzers in
signal processing is presented in the above-cited patents.
Optical spectrum analyzers arc the most mature examples of
optical signal processing technology. The details of their
implementation as components of the optical monopulse
chirp processor are known and modified as descnived above.
The optical monopuise chirp processor of FIG. 8 is divided
into two major sections: the power spectrum anaiyzer sec-
tion, and thc digital processor section. The power spectrum
analyzer scction consists of the spatial frequency is com-
posed of: '

a spatial frequency demultiplexor 801. and a four element
photodetector array 802. The special purpose processor is
composed of: an A/D converter 803. a square root calculator
804. an averaging calculator 806. a combiner unit 805, a
parameter memory unit 807, and a threshold calculator unit
890. The components of the CFAR processor may be imple-
mented in a conventional CFAR processor (when modified
- by the tcachings of the present invention) or in individual
eclccrronic components. In operauion, the power spectrum
analyzer reccives sum and difference beam clutier cross
secuons collected from at least four beams of a phased array
radar antenna and receiver system. The power spectrum
analyzer outputs four electric signals that represent the
square of the clutter returns using the spatal frequency
demultipiexor 801 (which separates and processes the four
beams in parallel) and the four element sensor array 802
‘which converts the four optical output beams of the spatial
frequency demuitiplexor into their four cquivaient trans-
verse electrical signals by photodetecting received opucal
peams.

The A/D converter 803 outputs four digital data sireams
by processing the four electrical signais {rom the sensor
array. The square root calculator 804 calculates the square
root of cach of these four digital data streams to produce
thereby four digital clutter return measurement signais. The
heam combincr 805 combines the four digital clutier retum
measurement signals for averaging and CFAR dctection
:hreshold calculation as described in the above-ciied patent
of Mary Wolf.

As described in the Wolf patent: once the X average
clutter value is known. for a Rayleigh distribution esumate
of threshold is given by:
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If the distribution is Weibull,
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The selection of which estimation method is desired is
impiemented by the parameter memory unit 807 and CFAR
processor 890.

The systems of FIGS. 8 and 9 use many common ele-
ments as described by the following U.S. Patents for Optical
spectrum anaiyzer systems. the disciosures of which arc
incorporated hercin by reference:

U.S. Pat. No. 5.412.469 issued to Squillman:

U.S. Pat. No. 5.233.405 issued to Wildnaner ct al:

U.S. Pat. No. 5.066.126 issued to Hatori:

U.S. Pat. No. 4,464,624 issued to Osterwaider.

U.S. Pat. No. 3.883,803 issued to Bumns ct al: and

U.S. Pat. No. 3,636.255 issued to Gaddy ct al.

In FIG. 8. the spatial frequency demultiplexor 801 pro-
cesses the four beams (A, B and C) received by the four
radar ciements of FIG. 2 to produce four optical beams ior
a sensor array 802. In other words. every radar element in a
phased array radar system will have its received signal
processcd separately by the spatial frequency demuitiplexor
and a scparate photodetector element in a sensor array 802.

As mentioned above, the power spectrum analyzer pro-
vides the square of the clutter returns as outputs from its
photodetector arrays. The power spectrum analyzer imple-
mentation requires that the squarc roots of the digitized
clutter samples be computed. This is accomplished by
converting the output of the sensor array 802 into a digital
signal, using the A/D converter 803, and then using a unit
804 10 calculate the square root. The beams are then com-
bined by the combiner 805 and averaged 806 for CFAR
detection threshold calculation as described above.

In the systcm of FIG. 9, the optical implementation of the
monopulse chirp processor utilizes a heterodynes spectrum
analyzer as a spatial frequency demultiplexor 901. The
heterodyne implementation provides significantly greater
dynamic range in processing clutter radar cross scction
returns. The heterodyne spectrum analyzers provide the
magnitude of the clutter returns as outputs from its photo-
detector arrays. The analog outputs of the power and het-
crodyne spectrum anaiyzers are converted to digital format
803 prior to squaring the differencc beam sampics and
averaging 806 the sum and difference beam returns. The
optical spectrum analyzers need radar cross section rctums
of the sum and difference beams for cither implementation
are given as

* ‘KX 29)
TRk 5 W=
and

< K ip=a 30
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The averages are calibrated to accommodate the utilized
radar pulsc and chirp widths. The illustrations of the optical
monopuise chirp processor utilizes arrays in the micropro-
cessor 10 suggest the possibilities for parallel implementa-
lions of the computations after the A/D converters. The
electronic computations involved in the clutter mean and
variance estimauon could be sequentially implemented and
accumulated for averaging.
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The cictter mean and varance estimates :rom either
‘motementation are suppiied to the clutter modei parameter
21d CFAR threshoid soiver. The clutter modei tarameters
ind CFAR ihresholds are determined using equauons 4. 5
1nd 6 for the iognormal model or equations 12, .3 and 14 for
the Weibuii model.

Real-ume two-parameter radar clutter modeiing is now
cracuicai in radar remote sensing and target detecuon envi-
ronments. Two opucal implementations of the monopuise

chirp processor have been presented that provide for the |

real-lime cstimation of the clutter variance as weil as the
ciutter mear. The estimated clutter mean and varance allow
:he caicuiation oi both lognormal and Weibuil ciuiter modei
parameters. The determinauon of the clutter modei param-
clers allow the simple calculation of CFAR recerver thresh-
oid for a wide variety ol detection strategies. The monopulse
scheme collects clutter sampies from the singie radar reso-
‘ution ceil of intzrest thereby eliminating ciutter model edge
cfects and large discrete interference associatea with cur-
rent cell averaging CFAR processors. The requirement of a
homogeneous clutter model over a single resciution cell
during a single chirped radar pulse is a more realisiic
condition than the homogeneous clutter window require-
ments of current cell averaging CFAR processors. The
oplical monopuisc chirp processor could be easiiv integrated

into existing traditional monopulse tracking and modemn s

multiple beam forming phased array systems.

The current implementations of the optical monopuise
chirp processor are designed to operating within a target {ree
radar resolution cell. Strategies for modifying the optical

monopuise chirp processor architecture to accommodate |

ciutter model parameter and CFAR threshold estimation
with a target present within the radar resoiution cell are
currently under investigation. In addition. the optical
monopuise chirp processor has direct appiication for clutter
modeling and CFAR threshold determination within analo-
gous chirped monopulse sonar environments.

While the invention has been described in its presently
oreferred embodiment it is understood that the words which
have been used are words of description rather than words
of limitation and that changes within the purview of the
appended ciaims may be made without deparung from the
scope and spirit of the invention in its broader aspects.

What is claimed is:

1. An optical processor system for use with a pnased array
radar system for calculating a detection thresnold using
radar echo return signals which contain clutter components
from at least four antenna elements of said phased array
radar system, wherein said optical processor sysiem com-
prises:

a power spectrum analyzer unit which receives and pro-
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cesses the radar echo return signais of said antenna -

clements of said phased array radar sysiem (o output
thereny a set of transverse electric signais that represent
a square of the clutter components of Lhe radar echo
return signais; and

a means for digitally calculating 2 detection threshold
from the set of transverse electnc signais produced by
the power spectrum analyzer.

2. An optical processor system, as defined in claim 1.

wherein sard power spectrum analyzer unil COmprses:
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said set of transverse electric signals for said digitally
calculating means.

3. An opucal processor system, as defined in claim 1,
wherein said means for digitally calculating said detection
threshold comprises:

a means for converting said set of transverse electric
signals from said power spectrum analyzer unit into
discrete sets of digital data streams;

a means for deriving a set of digital clutter measurement
signals from said discrete set of digital data streams
from said convening means;

a means for combining said set of digital clutter measure-
ment signals from said deriving means into a combined
clutter measurement signal;

a means for producing an average ciutter measurément
signal from the combined clutter measurement signal:
and

a CFAR digital processor system which calculates said
detection threshold from said average clutter measure-
ment signal from said producing means.

4. An optical processor system, as defined in claim 2.

wherein said means for digitally calculating said detection
threshold comprises:

a means for converting said set of transverse electric
signals from said power spectrum analyzer unit into
discrete sets of digital data streams:

a means for combining said set of digital clutter measure-
ment signals from said deriving means into a combined
clutter measurement signal;

a means for producing an average clutier measurement
signal from the combined clutier measurement signai;
and

a CFAR digital processor system which calculates said
detection threshoid from said average clutter measure-
ment signai from said producing means.

5. An optical processor system. as defined in claim 3.

wherein said CFAR digital processor system comprises:

a memory means which is capable of producing an output
signal by storing and outputting said average clutter
measurement signal from said producing means along
with a set of detection threshold formuias for calcuiat-
ing said detection threshold with Raleigh distribution
and with Weibull distribution; and

a microprocessor element which calculates and outputs
the detection threshold using the output signal of said
memory means.

6. An optical processor system, as defined in claim 4,

wherein said CFAR digital processor system comprises:

a memory means which is capable of producing an output
signal by storing and outputting said average clutter
measurement signai from said producing means along
with a set of detection threshold formulas for calculat-
ing said detection threshoid with Raleigh distribution
and with Weibull distribution; and

1 microprocessor element which calculates and outputs
the detection threshold using the output signal of said
memory means.

7. An optical processor system for use with a phased array

0 3

a spatial {requency muitiplexor unit which receives and radar system for caiculating a detection threshold using

processes the radar echo return signais of said antenna radar echo return signais which contain clutter components

ciements to output thereby a set ol opticai beams wiich from at least four antenna clements of said phased array

each represent the square of the ciutter component radar system, wherein said optical processor system com-
reccived by a single antenna eicment: and »5 pUiSEs:

a set of optical photodetectors in a sensor array which a heterodyne spectrum analyzer unit which receives and

photoelectricaily convert said set of opucai beams 1nto processes the radar echo retum signals of said antenna
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clemernts ol said phased array radar system (o output
theredy a sct of transversc clectric signals that represent
a magnitude of the cluticr components of the ragar ccho
return signais: and

means for digitaily caiculating a detection threshold
from the set of transverse electric signals produced by
the hetcrodyne spectrum anaiyzer.

8. An optical processor system. as defined in ciaim 7.
wherein said heterodyne spectrum anaiyzer unit comprises:

a spatial [requency muitiptexor unit which receives and

3

processes the radar echo return signais of said antenna
elements Lo output thercby a set of opucal beams which
each represent the magnitude of the cluticr component
reccived by a single anienna element: ana

set of optical photodetectors in a scnsor array which
photoclectrically convert said set of optical beams into
said set of transverse eiectric signais for said digitally
calculating means.

9. An optical processor systerm. as defined in claim 7.
wherein said means for digitally caiculating said dctection
threshold comprises:

a

»

[

a

means for converting said set of transverse electric
signals from said heterodyne spectrum analyzer unit
into discrete sets of digital data streams;

means {or combining said discrete sct of digital data
streams clutter measurement signals from said conver-
ing means into a combincd clutier measurement signal:
means for producing an average cluticr measurement
signal from the combined clutter measurement signal:
and

CFAR digital processor system which caiculates said
detection threshold {rom said average clutter measure-
ment signal from said producing means.

10. An optical processor system. as defincd in claim 8.
whercin said means for digitaily calculating said detection
threshold comprises:

#U.5. GOVERNMENT PRINTING OFFICE:

A-13

'8

)

5

8

a

16

means for converting said sct of transverse elcctric
signals from said heterodyne spectrum analyzer unit
into discrete sets of digital data sireams;

means Tor combining said discrete sct of digital data
stream clutter measurement signals from said convert-
ing means into a combined cluller measurement signal;
means for producing an average clutter measurcment
signal from the combined clutier measurement signal;
and

CFAR digital processor system which caiculates said
detection threshold from said average clutter measurc-
ment signal from said producing mcans.

11. An optical processor system, as defined in claim 9.

wherein said CFAR digital processor sysiem comprises:

a memory means which is capable of producing an output

signal by storing and outputting said average cluticr
measurement signal from said producing means along
with a set of detection threshoid formulas for calculat-
ing said detection threshold with Ralcigh distribution
and with Weibull distribution; and

a microprocessor clement which calculates and outputs

the detection threshold using the output signal of said
memory means.

12. An optical processor system, as defined in claim 10.

wherein said CFAR digilal processor sysicm comprises:
a memory means which is capable of producing an output

signal by storing and outputting said average clutter
measurement signal from said producing means along
with a set of detection threshold formulas for calculat-
ing said detection threshold with Raicigh distribution
and with Weibuli distribution; and

a microprocessor clement which calculates and outputs

the detection threshold using the output signal of said
memory means.
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MISSION
OF
ROME LABORATORY

Mission. The mission of Rome Laboratory is to advance the science and
technologies of command, control, communications and intelligence and to
transition them into systems to meet customer needs. To achieve this,
Rome Lab:

a. Conducts vigorous research, development and test programs in all
applicable technologies;

b. Transitions technology to current and future systems to improve
operational capability, readiness, and supportability;

c. Provides a full range of technical support to Air Force Materiel
Command product centers and other Air Force organizations;

d. Promotes transfer of technology to the private sector;

e. Maintains leading edge technological expertise in the areas of
surveillance, communications, command and control, intelligence, reliability
science, electro-magnetic technology, photonics, signal processnng, and
computational science.

The thrust areas of technical competence include: Surveillance,
Communications, Command and Control, Intelligence, Signal Processing,
Computer Science and Technoiogy, Electromagnetic Technology,
Photonics and Reliability Sciences.




